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OpenGrid Light Control TM

Integrating  
Outdoor Lighting  
Into Any Smart  
Energy Network

The Sunrise Technologies OpenGrid Light 
ControlTM Node enables the integration of the 
Sunrise Technologies street light controller with 
any SmartGrid Wireless network for smart street 
lighting solutions. The Sunrise Technologies 
OpenGrid network ready streetlight control 
provides DC voltage and wireless communications 
to any network interface.
The Sunrise Technologies ControlTM Node includes 
KWH metering to provide power consumption data 
of the lighting load. The integral light sensor allows 
for independent dusk to dawn operation with the 
ability for the network to send override control 
commands including variable dimming.
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Operational Cost Control
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Energy Savings
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Value Growth
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Specifications

Voltage input:  	 105 – 305 VAC

Load rating: ��	 �������������������V�W�L�Y�H�[�P�V�U���H�[�������������>�����������=�(

Surge Protection: ��	 ���������1�V�\�S�L���4�6�=

Housing:  	� UV stabilized impact resistant  

polycarbonate

Operating temperature: 	  -30°C to +70°C

Humidity: ��	 �������[�V��� ���������U�V�U���J�V�U�K�L�U�Z�P�U�N

Base:  	 High temperature polycarbarbonate

Contact blades: 	� �4�L�L�[�Z���(�5�:�0���*���������������������W�Y�V�U�N���� 

�(�5�:�0���*���������������������W�P�U���+�P�T�T�P�U�N��

Gasket: 	 Cross linked polyethylene

Photosensor: 	 Encapsulated phototransistor

Model Number Series OG124

Consult factory for complete offering.


